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Sites Reservoir Statistics
Storage Capacity (total)   

1,800,000 acre-feet
Drainage Area     

85 mi 2  
Surface Area 

14,000 acre
Dams [Height (feet) / Volume (million yard

3)]
 

Sites  
 

Golden Gate  
 

Saddle Dams [Number/Max. Height/Volume (million yard
3)] 

290 ft / 3.8 m yd
3

300 ft / 10.6 m yd
3

9 / 130 ft / 9.4 m yd
3

W
ater Surface Elevation

 
Max 

 
Min

520 ft
320 ft

Average Annual Natural Reservoir Infl ow 
15,000 acre-feet

Average Annual Reservoir Evaporation 
40,000 acre-feet

Pumping, Max
 

Static Lift from Sacramento River to Funks 
 

Static Lift from Funks to Sites
165 ft
320 ft

Potential Conveyance Options
 

Tehama-Colusa Canal (TCC)
 

Glenn-Colusa Irrigation District Canal (GCID)
 

Stony Creek
 

New Pipeline (one 12-ft dia. for each 1,000 cfs)
 

Total Estimated Diversion Capacity 

Up to  2,700 cfs
1,800 cfs

Up to 2,100 cfs
Up to 3,000 cfs
4,000-6,000 cfs

Conveyance Lengths (approximate miles)
 

TCC - Sacramento River to Sites 
 

GCID - Sacramento River to Sites
 

New Pipeline - Sacramento River to Sites 

65 mi
40 mi
15 mi

Hydroelectric Generation
 

Terminal Regulating Reservoir 
 

Sacramento River Pumping/Generating Plant
 

Golden Gate Pumping/Generating Plant

Up to 13 MW
Up to 21 MW
Up to 56 MW

Location:
 

-North-Central Colusa County and South-Central Glenn County
 

-10 miles west of the community of Maxwell
Inundation Area:
 

-Most of Antelope Valley and the small community of Sites


